
Model HE 1.5 Hi-Flo 3e CSM

Flow Rate (per tank) 23 - 37 GPM 45 - 250 GPM 67 - 252 GPM

Valve Size 1.5”  3” 2” & 3”

Features

Valve Type Top Mount Top Mount Side Mount
 Multi-Port Diaphragm

Face Piping PVC Galvanized & PVC Galvanized & PVC

Tank Type Fiberglass Fiberglass Non-Code ASME Steel

Control Culligan Smart Controller 
(GBE)

Culligan Smart Controller 
(GBE)

Culligan Smart Controller 
(GBE)

Alternating √ √ √

Duplex √ √ √

Triplex √ √ √

Parallel √ √ √

Local Wireless Remote 
Monitor √ √ √

Remote Monitoring √ √ √

Skid-Mounted
Softener Systems

Skid-Mounted
Filter Systems

*Capacity at 15lbs/cu. ft.
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Model HE 1.5 CSM

Flow Rate (per tank) 8 - 36 GPM 22 - 145 GPM

Carbon Filter Flow Rate (per tank) 
- Organics Removal 4 - 12 GPM 16 - 48 GPM

Carbon Filter Flow Rate (per tank) 
- Chlorine Removal 8 - 24 GPM 31 - 96 GPM

Valve Size 1.5" 2" & 3"

Features

Valve Type Top Mount Side Mount  
Multi-Port Diagphram

Face Piping Material PVC Galvanized & PVC

Tank Type Fiberglass Non-Code ASME Steel

Control Culligan Smart Controller 
(GBE)

Culligan Smart Controller 
(GBE)

Alternating √ √

Duplex √ √

Parallel √ √

Progressive Flow √ √

Local Wireless Remote Monitor √ √

Remote Monitoring √ √


